# STOPWATCHES \& COUNTERS/TACHOMETERS $314 / 315$ 

## RUTLAND <br> HIISPORT

## Multi Function Digital Stopwatch - Standard

Water and shock resistant design. Supplied with nylon neck cord.

## Specification:

 1/100 second precision with split times. Calendar and time display 12 hr or 24hr format. Daily alarm. Hourly chime. Supplied complete with 1.5 V battery.

| Order Code <br> RTL-314 | Price/1 <br> TB |
| :---: | :---: |
| $\mathbf{- 3 0 2 0 K}$ | $\mathbf{8 9 0 . 0 0}$ |

## OXFORD <br> Mechanical Stroke Counter

Five digit mid-range mechanical stroke counter. Tough plastic case.
Excellent value.
Overall length: 80 mm .
Height: 30 mm .


## Multi Function Digital Stopwatch - Professional

Water and shock resistant design, slim line contour case fits comfortably in the hand. Supplied with nylon neck cord.


## Chrome Tally Counters

Four digit (0-9999) metal body mechanical counters with push button actuator and reset button. Sturdy chrome plated steel construction.
Hand Tally comfortably fits in the palm of your hand, audible click, finger ring and recommended for applications where


## OXFORD

Electronic Tally Counter - Up
Electronic tally counter counts up to 9999. Four-digit LCD with large push-buttons. High-impact construction with comfortable rubber keys. Optional audible counting indicator. Battery included.
Size (W x D x H): $30 \times 15 \times$


## Electronic Tally Counter Up/Down

Electronic tally counter counts up to 9999. Four-digit LCD with large push-buttons. Reverse function to count down as well as up. High-impact construction with comfortable rubber keys. Optional audible counting indicator. Battery included.
Size (W x D x H):
$30 \times 15 \times 60 \mathrm{~mm}$.

Order Code
OXD-314


Price/1 TB
738.00

## EDISON

## Electronic

 TachometerPrecise red LED light source (laser beam) together with a reflective strip, non-contact measurements can be made safely up to 40cm (153/4") from the target.
For measuring in rpm and rps.

## Testing range:

100 to $30000 \mathrm{rpm} / 1.7$ to 500rps.
6 digit clear LCD display with optional back light.
Data hold function.
Auto power 'OFF' and low power indicator.
Battery operated: DC1.5V 3x AAA (included).
Conforms with EN61326-6: 2006 and EN61326-2-2: 2006.

## Pack includes:

Digital tachometer. Wrist strap.
$2 \times 30 \mathrm{~cm}$ reflective strips. Hard carry case. DC1.5V 3x AAA batteries (installed).
Instruction manual.



Test for regular rotary speed


Laser beam accuracy


Complete with protective head cover

© 2014
IN3WdInO3 NOISIDझyd

